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DIP SWITCHES
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C&K’s series of surface mount half-pitch DIP switches, low profile and standard profile DIP switches, rotary and coded DIP switches, coded rotary DIP switches, SIP switches and jumper switches feature a variety of extended actuator and flush actuator styles. C&K DIP switches are available in surface mount, through-hole, right angle and vertical mounting options.

Washable DIP Switches for Easier Processing

Most C&K miniature and ultraminiature DIP switches are process sealed for automated assembly (some require tape seal) and are available in SMT and thru-hole termination. 

Applications

	handheld electronic devices and portable computers
	instrumentation and controls
	address switching for industrial controls
	computers and peripherals (logic switching, data storage devices)
	automation components (such as timers)
	function controlling in numerous applications
	security functions (alarms, access controls, smoke detectors)
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	Number of Positions
	Contact Style
	Profile Off PCB
	Process Sealed
	Extended Actuator
	Flush Actuator
	Thru-Hole
	Vertical
	Right Angle
	Surface Mount
	Type & Reel (SMT Only)
	Max Current
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Low Profile DIP
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Ultra-miniature Surface Mount Half-pitch DIP
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Side Actuated DIP
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10 mm DIP Coded Rotary DIP
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Standard Profile DIP
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8 mm DIP Coded Rotary DIP
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Low Profile DIP
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Ultra-miniature Surface Mount Half-pitch Side-Actuated DIP
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Single In-line Package DIP
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Jumper Switch
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7.2mm x 7.2mm Low Profile Rotary DIP Switch
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10 mm DIP Coded Rotary DIP
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                                                            Switch Type
                                                        	
                                                            
                                                            Number of Positions
                                                        	
                                                            
                                                            Contact Style
                                                        	
                                                            
                                                            Profile Off PCB
                                                        	
                                                            
                                                            Process Sealed
                                                        	
                                                            
                                                            Extended Actuator
                                                        	
                                                            
                                                            Flush Actuator
                                                        	
                                                            
                                                            Thru-Hole
                                                        	
                                                            
                                                            Vertical
                                                        	
                                                            
                                                            Right Angle
                                                        	
                                                            
                                                            Surface Mount
                                                        	
                                                            
                                                            Type & Reel (SMT Only)
                                                        	
                                                            
                                                            Max Current
                                                        
	
                                                                Rotary and coded
                                                            	
                                                                4, 10, 16
                                                            	
                                                                Coded
                                                            	
                                                                .167 in (4.25 mm) Thru-hole  .335 in (8.5 mm) Right angle
                                                            	
                                                                N/A
                                                            	
                                                                Yes
                                                            	
                                                                Yes
                                                            	
                                                                Yes
                                                            	
                                                                Yes
                                                            	
                                                                Yes
                                                            	
                                                                Yes
                                                            	
                                                                Yes
                                                            	
                                                                100mA
                                                            
	
                                                                Low profile
                                                            	
                                                                1-12 (except 11)
                                                            	
                                                                SPST
                                                            	
                                                                .189 in (4.80 mm) Thru-hole  .177 in (4.5 mm) SMT
                                                            	
                                                                Washable (with tape seal)
                                                            	
                                                                Yes
                                                            	
                                                                Yes
                                                            	
                                                                Yes
                                                            	
                                                                Yes
                                                            	
                                                                No
                                                            	
                                                                Yes
                                                            	
                                                                Yes
                                                            	
                                                                100mA
                                                            
	
                                                                Half-pitch .050"
                                                            	
                                                                1 & 2-10 (even only)
                                                            	
                                                                SPST
                                                            	
                                                                .087 in (2.2 mm)
                                                            	
                                                                Washable (with tape seal)
                                                            	
                                                                No
                                                            	
                                                                Yes
                                                            	
                                                                No
                                                            	
                                                                Yes
                                                            	
                                                                No
                                                            	
                                                                Yes
                                                            	
                                                                Yes
                                                            	
                                                                100mA
                                                            
	
                                                                Side actuated
                                                            	
                                                                1-12 (except 11)
                                                            	
                                                                SPST
                                                            	
                                                                .287 in (7.3 mm) Thru-hole  .277 in (7.04 mm) SMT
                                                            	
                                                                Washable (tape not required)
                                                            	
                                                                Yes
                                                            	
                                                                No
                                                            	
                                                                Yes
                                                            	
                                                                No
                                                            	
                                                                Yes
                                                            	
                                                                Yes
                                                            	
                                                                Yes
                                                            	
                                                                100mA
                                                            
	
                                                                10mm coded rotary
                                                            	
                                                                10, 16
                                                            	
                                                                Coded
                                                            	
                                                                .272 in (6.9 mm) Vertical       .414 in (10.5 mm) Right angle
                                                            	
                                                                Washable (tape not required)
                                                            	
                                                                Yes
                                                            	
                                                                Yes
                                                            	
                                                                Yes
                                                            	
                                                                Yes
                                                            	
                                                                Yes
                                                            	
                                                                Yes
                                                            	
                                                                Yes
                                                            	
                                                                0.4VA
                                                            
	
                                                                Standard profile
                                                            	
                                                                1-12 (except 11)
                                                            	
                                                                SPST
                                                            	
                                                                .297 in (7.55 mm) Vertical   .380 in (9.65 mm) Right angle
                                                            	
                                                                Washable (tape not required)
                                                            	
                                                                Yes
                                                            	
                                                                No
                                                            	
                                                                Yes
                                                            	
                                                                Yes
                                                            	
                                                                Yes
                                                            	
                                                                No
                                                            	
                                                                No
                                                            	
                                                                100mA
                                                            
	
                                                                8mm coded rotary
                                                            	
                                                                8, 10, 16
                                                            	
                                                                Coded
                                                            	
                                                                .168 in (4.27 mm) Thru-hole  .430 in (8.6 mm) Right angle
                                                            	
                                                                Washable (tape not required)
                                                            	
                                                                No
                                                            	
                                                                Yes
                                                            	
                                                                Yes
                                                            	
                                                                Yes
                                                            	
                                                                Yes
                                                            	
                                                                Yes
                                                            	
                                                                Yes
                                                            	
                                                                0.4VA
                                                            
	
                                                                Low profile
                                                            	
                                                                2-12 (except 11)
                                                            	
                                                                SPST
                                                            	
                                                                .168 in (4.27 mm) Thru-hole  .160 in (4.06 mm) SMT
                                                            	
                                                                Washable (with tape seal)
                                                            	
                                                                Yes
                                                            	
                                                                Yes
                                                            	
                                                                Yes
                                                            	
                                                                Yes
                                                            	
                                                                No
                                                            	
                                                                Yes
                                                            	
                                                                Yes
                                                            	
                                                                100mA
                                                            
	
                                                                Half-pitch .050" side actuated
                                                            	
                                                                2-10 even only
                                                            	
                                                                SPST
                                                            	
                                                                .173 in (4.44 mm)
                                                            	
                                                                Washable (with tape seal)
                                                            	
                                                                Yes
                                                            	
                                                                Yes
                                                            	
                                                                No
                                                            	
                                                                No
                                                            	
                                                                Yes
                                                            	
                                                                Yes
                                                            	
                                                                Yes
                                                            	
                                                                100mA
                                                            
	
                                                                Single in-line package
                                                            	
                                                                2-10 even only
                                                            	
                                                                SPST
                                                            	
                                                                .244 in (6.2 mm) Vertical      .169 in (4.3 mm) Right angle
                                                            	
                                                                Washable (tape not required)
                                                            	
                                                                Yes
                                                            	
                                                                Yes
                                                            	
                                                                Yes
                                                            	
                                                                Yes
                                                            	
                                                                Yes
                                                            	
                                                                Yes
                                                            	
                                                                Yes
                                                            	
                                                                10mA
                                                            
	
                                                                Jumper switch
                                                            	
                                                                1
                                                            	
                                                                SPDT
                                                            	
                                                                .090 in (2.3 mm)
                                                            	
                                                                Washable (with tape seal)
                                                            	
                                                                No
                                                            	
                                                                Yes
                                                            	
                                                                No
                                                            	
                                                                Yes
                                                            	
                                                                No
                                                            	
                                                                Yes
                                                            	
                                                                Yes
                                                            	
                                                                100mA
                                                            
	
                                                                DIP
                                                            	
                                                                4, 10, 16
                                                            	
                                                                Coded
                                                            	
                                                                Varies
                                                            	
                                                                Yes
                                                            	
                                                                Yes
                                                            	
                                                                Yes
                                                            	
                                                                Yes
                                                            	
                                                                Yes
                                                            	
                                                                Yes
                                                            	
                                                                Yes
                                                            	
                                                                No
                                                            	
                                                                100 mA
                                                            
	
                                                                10mm coded rotary
                                                            	
                                                                4, 6, 8, 10, 16
                                                            	
                                                                Coded
                                                            	
                                                                0.331" (8.4mm) Flush / 0.370" (9.4mm) Protrusion / 0.618" (15.7mm) Extended
                                                            	
                                                                Washable (tape not required)
                                                            	
                                                                Yes
                                                            	
                                                                Yes
                                                            	
                                                                Yes
                                                            	
                                                                Yes
                                                            	
                                                                Yes
                                                            	
                                                                Yes
                                                            	
                                                                Yes
                                                            	
                                                                150mA
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